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RALLE DI ROTAZIONE

Range di produzionse Ointerno O esderno  Spessore/aMezza

SLEWING RINGS Preduction ronge Inner @ Outer @ Thicknass/height
svocrerc [T
T s ~300 ~25
[ mex  JEERET) 1500 ~120

L'alta copacité di carico delle ralle di
rotazione pud essere necessaria in macchine
per alimenti e imballaggio.

EVOLMEC garantisce la mossima offida-
bilitd e precisione in condizionl operative
altamente umide e aggressive ed @ in grado
di soddisfare le vostre esigenze grazie ad
una vosta gomma di prodoti stondard e
alle ottime capacitéd di sviluppare soluziond
speciali in base alle carateristiche richieste

The high load capocity of the slewing rings
may be necessary in machines for food and
packaging.

EVOIMEC guorantees the highest reliability
and precision in highly humid and oggressive
operafing conditions and will meef your
needs thanks to a wide range of standard
products and the excellent abiity to develop
special  solutions based on the fectures
demanded by the application.

Ronge di produzione Ointerno D esterno  Spessors/allezzo
Produchion range loner & Quter @ Thickmess /height
svocrerc T

[ min ~13 4

T s ~90 ~32

Trock rollers are bearings specifically
designed for the mechanisms in which
the oufer ring rollz on a frack. These
mechanisms include com followers,
guide rollers, conveyor belt rollers and
pressure rollers.

Due fo its type of use, the rollers have
been plonned with o thick ouler ring
in order to withstand high loads and
shocks.

Le rotelle o rulli di appoggio sono dei
cuscinetti progettati specificatamente
per i meccanismi nei quali |'anellc
esterno rotola su di wna pista. Tali
meccanismi  Includono seguiterl  di
camme, rulll di guldo, rotelle per
convegliator] e rulll di pressicne.

Dato il tipe di implego, ['anellc
esterno delle rotelle & state previsto
o parete spessa al fine di poter

dall’'applicazione, sopportare corichi ed urti eleval,

ROTELLE A SFERE E A RULLI
TRACK ROLLERS

Materiale per anelli e corpi volventi

Durexze superficiali dopo trattamento termico

> Rings and rolling elements moterial = R - Surface hardness ofter heat treatment
EVOLMEC S.r.l. & un'azienda che opera nel
Acciaio inossidabile martensitico X90CrmoV18 1.4112 4408 55/59 HRe mondo dei cuscinetti volvent! standard e speciali
Martersitic stainless steel X105CrMol 7 1.4125  440C 57/61 HRe di medie e grandi dimensioni.
Materiale per aliri componenti — e o Durezze superficiali dopo trattamento termico EVOLMEC S.rl. works on bearing industry and
O T e Surface hardness affer heat freatment focuses on standard and special rolling bearings
medi large.
Acciaio inossidabile austenifico XSCeNi18-10 1.4301 304 Non temprabile - not hardenable um andl lorge
Austenitic stainless steel X5CrNiMo17-12-2 1.4401 316 Non temprabile - not hardenable
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EVOLMEC products meet all the international requirements for quality.

Ovur Quality Management System has been developed in accordance with ISO 9001:2008.
In this way we can ensure high-quality processes and products to meet the specific needs
of each of our clients.




CUSCINETTI COMBINATI
COMBINED BEARINGS

CERTIFICATE

o™ T

ORI D A S TEES O GEETORE SER LA e e B
AR CARTEY D] T ALY e
CPERATED &
EVOLNEC S 7)1
Vi dol Marwwrw 37
17040 Cigognola PV ITALY

Tl e e s
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| cucinetti combinati EVOLMEC in
ocdoio inossidabile sono progettati
per limpiego in sistemi di movimen-
tozione e traslozione in ambienti
alimentari, dove si impiegano profili
laminati o estrusi. L'ottima combina-
zione radiale/assiale permette di
oftenere un'alta capacita di carico in
dimensionl estremamente contenute,
oltre clla facllité di assembloggio o

qualungue struttura,
Range di produzions © perne
Production ronge Shud @

EVOLMEC sfainless steel combined
bearings are designed for wuse in
handling and #ranziotion sysfems in
food indusiry, where hot-rolled or
exfruded profiles ore employed.

The excellent rodial /axial combination
allows fo achieve a high load capacify in
extremely small dimensions, in addition
to the ease of assembly on any structure.

O esterno  Spessore/alezza

Outer @  Thickness/height
52,5 ~130
149 ~120

The stud fype track rollers are essen-
tially frack rollers whose outer ring is
designed fo roll on a frack; the shud,
which acts as a inner ring, has a thre-
aded end to allow on easy installation,
while the oufer ring is guided axially
by a flange positioned at the end of
the stud and o washer which is mounted
by force in the stud itself.

Ronge di produzions

T

O perno
Produchion range Shd @

I perni folli sono essenzialmente delle
rotelle o rulli di appoggic il cui anello
esterno & comcepito per rotolare
su di una pista; il perno, che funge da
anello interno, ha un'estremita fi.
lettata per permettere una facile
installazione, mentre I'ancllo esterno
@ guidato in direzione assiale da wna
flangia posta al termine del perno e
da wa rollo che @ mentata forzata
nel perno stesso,

O esterno  Spessors/allezzo
Outer @ Thickness /height

16 ~28

T vcox1s -0 ~100
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PERNI FOLLI A SFERE E A RULLI
STUD TYPE TRACK ROLLERS
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EVOLMEC products meet all the international requirements for quality.

Ovur Quality Management System has been developed in accordance with ISO 9001:2008.
In this way we can ensure high-quality processes and products to meet the specific needs
of each of our clients.



